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		Select State/Country
Andhra Pradesh
Chhattisgarh
Mauritius
Odisha
Karnataka
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The AAC blocks (Autoclaved Aerated Concrete) material was developed in 1924 in Sweden. It has become one of the most used building materials in Europe and is rapidly growing in many other countries worldwide. Aerated block machine/arc machinery/automatic block machine is available in the whole world.


Autoclaved Aerated Concrete ((AAC) blocks) is a lightweight, load-bearing, high-insulating, durable building product produced in a wide range of sizes and strengths.


Autoclaved aerated concrete (AAC Blocks) offers incredible opportunities to increase building quality and at the same time, reduce costs at the construction site. AAC is produced out of a mix of quartz sand and/or pulverized fly ash brick plant (PFA), lime, cement, gypsum/anhydrite, water and Aluminum and is hardened by steam-curing in autoclaves. As a result of its excellent properties, AAC is used in many building constructions, for example, in residential homes, commercial and industrial buildings, schools, hospitals, hotels, and many other applications.


Autoclaved aerated concrete (AAC Blocks) is actually hydrated calcium silicate. The calcium is obtained from quick lime, hydrated lime and cement. The gypsum is used as a catalyst and for optimizing the properties of AAC.


The silica is obtained from silica sand, fly ash (PFA), crushed silica rock or stone. It is possible to obtain silica as a by-product from other processes, e.g., foundry sand or burgee from glass grinding, provided the levels of alkalis or other impurities are not too high.


This product is the key equipment with a wide application in building material factories to autoclaved cure different kinds of building materials. It is also used in areas of chemical, textile, wood, metallurgy, military industry. Convenient operation, security and reliability are its advantages.


                   

                   
             
        













			

		

	




	




	
		
			
				
					Great Light Weight AAC Blocks Suppliers Company

					If you have any construction and renovation work  need, simply 
call our 24 hour emergecny number.

					 +91 - 7032992033 or Contact Us

				

			

		

	



	
	
		
			
				
			
		
				
					CORPORATE OFFICE

						 Unit no 205, gowra fountainhead, madhapur, Hyderabad-500081.
	  +91 - 9390500157
	 info@fusionblock.com, sales@fusionblock.com
	
						
						


				


				
					BANGALORE ADDRESS

						 #305, 11th A cross, 20th main, J.P Naga, 2nd phase, Bangalore-560078.
	  +91 - 7259030789
	 info@fusionblock.com, sales@fusionblock.com
	
							
						


				
 

				
					COCHIN ADDRESS

						 D. No. 53/1655,
kachapally Road, Vytilla, Cochin-682019.
	  +91 - 9995658711
	 info@fusionblock.com, sales@fusionblock.com
	
							
						


				
 

				
					CHENNAI ADDRESS

						 New no.6, Old no.27, Pasumarthy St.2nd line, Kodambakkam, Chennai-600024.
	  +91-7338 823 991/92/93
	 info@fusionblock.com, sales@fusionblock.com
	
							
						


				
 



				
					FACTORY ADDRESS

						 Sy No: 856/2, Thikkavaram, Near Guduru, Nellore Dist, AP-524412.
	  +91-9966 030 748
	 info@fusionblock.com, sales@fusionblock.com
	
							
						


				
 



				
					2nd FACTORY ADDRESS

						 Fusion Building Materials(Vizag) Pvt Ltd, Yerravaram(V), Line Kothur Panchayat, Yelamanchili(M), Vizag Dist., AP-523001.
	  +91-9390500157
	 info@fusionblock.com, sales@fusionblock.com


				
 
				
					TRICHY ADDRESS

						  +91-9500515598 / 9865998997
	 sales.chennai@fusionblock.com


				
 
			

			
			    
					PUNE OFFICE ADDRESS

						
						
						    SRIKAR BUILDING MATERIALS (MH) Pvt Ltd, # A-405, Mega Center, Hadapsar, Pune -411028
	  020-66664326
	 punesales@fusionblock.com


				
 
				 
					3rd FACTORY ADDRESS

						
						
						    SRIKAR BUILDING MATERIALS (MH) Pvt Ltd, Gat no 272, Khor village, Daund taluka, Pune dist, Maharashtra-412203
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